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AT-N 0215, AT-N 0520, AT-N 1030, AT-N 1040 
 

Slender and exclusive passive sound columns 
 

 

 

 

 

 

 

 

 

 

 
 

 

Description: 

 

Sound columns in very slender and elegant design with extremely high sound pressures. 

Equipped with newly developed high-quality 2“ – full-range chassis with a nominal power 

handling of 15 watts, these sound columns are ideally suited for use in difficult rooms.  

The 100-volts transformer allowes adjustment for full, half and quarter power. The sound 

columns consist of a stable resonance-free aluminum case in modern timeless design, 

the decor front is a small-hole metal cover.  

The standard colour is RAL 9010 powder-coated, Special colours are available at an extra 

charge. 

 

 

Technical details: 
 

 AT-N 0215 AT-N 0520 AT-N 1030 AT-N 1040 

Nominal power handling 15 Watt 20 Watt 30 Watt 40 Watt 

Impedance 666 Ohm 499 Ohm 333 Ohm 249 Ohm 

Frequency range 200 -16,000 Hz 200 -16,000 Hz 200 -16,000 Hz 200 -16,000 Hz 

Acoustic pressure 1W/1m 88 dB 91 dB 94 dB 96 dB 

Components 2x2“-broadband 5x2“-broadband 10x2“-broadband 10x2“-broadband 

Adaptation 1/1 1/1, 1/2, 1/4 1/1, 1/2, 1/4 1/1, 1/2, 1/4 

Dimensions in mm (HxWxD) 200x68x75 430x68x75 680x68x75 680x68x75 

Weight 1.0 kg 1.9 kg 3.0 kg 3.0 kg 

Colour RAL 9010 RAL 9010 RAL 9010 RAL 9010 
 
Technical changes are reserved 
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